
Texas Commission on Environmental Quality 
Contributing Zone Plan 

General Construction Notes 
 

1. WRITTEN CONSTRUCTION NOTIFICATION SHOULD BE PROVIDED TO THE 
APPROPRIATE TCEQ REGIONAL OFFICE NO LATER THAN 48 HOURS PRIOR TO 
COMMENCEMENT OF THE REGULATED ACTIVITY. INFORMATION SHOULD INCLUDE 
THE DATE ON WHICH THE REGULATED ACTIVITY WILL COMMENCE, THE NAME OF THE 
APPROVED PLAN FOR THE REGULATED ACTIVITY, AND THE NAME OF THE PRIME 
CONTRACTOR WITH THE NAME AND TELEPHONE NUMBER OF THE CONTACT PERSON. 
 
2. ALL CONTRACTORS CONDUCTING REGULATED ACTIVITIES ASSOCIATED WITH THIS 
PROJECT SHOULD BE PROVIDED WITH COMPLETE COPIES OF THE APPROVED 
CONTRIBUTING ZONE PLAN AND THE TCEQ LETTER INDICATING THE SPECIFIC 
CONDITIONS OF ITS APPROVAL. DURING THE COURSE OF THESE REGULATED 
ACTIVITIES, THE CONTRACTOR(S) SHOULD KEEP COPIES OF THE APPROVED PLAN 
AND APPROVAL LETTER ON-SITE. 
 
3. NO TEMPORARY ABOVEGROUND HYDROCARBON AND HAZARDOUS SUBSTANCE 
STORAGE TANK SYSTEM MAY BE INSTALLED WITHIN 150 FEET IF A DOMESTIC, 
INDUSTRIAL, IRRIGATION, OR PUBLIC WATER SUPPLY WELL. 
 
4. PRIOR TO COMMENCING CONSTRUCTION, ALL TEMPORARY EROSION AND 
SEDIMENTATION (E&S) CONTROL MEASURES MUST BE PROPERLY SELECTED, 
INSTALLED, AND MAINTAINED IN ACCORDANCE WITH THE MANUFACTURER’S 
SPECIFICATIONS AND GOOD ENGINEERING PRACTICES. CONTROLS SPECIFIED IN 
THE SWPPP SECTION OF THE APPROVED EDWARDS AQUIFER CONTRIBUTING ZONE 
PLAN ARE REQUIRED DURING CONSTRUCTION.  IF INSPECTIONS INDICATE A 
CONTROL HAS BEEN USED INAPPROPRIATELY, OR INCORRECTLY, THE APPLICANT 
MUST REPLACE OR MODIFY THE CONTROL FOR SITE SITUATIONS. THE CONTROLS 
MUST REMAIN IN PLACE UNTIL DISTURBED AREAS ARE REVEGETATED AND THE 
AREAS HAVE BECOME PERMANENTLY STABILIZED. 
 
5. IF SEDIMENT ESCAPES THE CONSTRUCTION SITE, OFF-SITE ACCUMULATIONS OF 
SEDIMENT MUST BE REMOVED AT A FREQUENCY SUFFICIENT TO MINIMIZE OFFSITE 
IMPACTS TO WATER QUALITY (E.G., FUGITIVE SEDIMENT IN STREET BEING WASHED 
INTO SURFACE STREAMS OR SENSITIVE FEATURES BY THE NEXT RAIN). 
 
6. SEDIMENT MUST BE REMOVED FROM SEDIMENT TRAPS OR SEDIMENTATION 
PONDS NOT LATER THAN WHEN DESIGN CAPACITY HAS BEEN REDUCED BY 50%. A 
PERMANENT STAKE MUST BE PROVIDED THAT CAN INDICATE WHEN THE SEDIMENT 
OCCUPIES 50% OF THE BASIN VOLUME. 
 
7. LITTER, CONSTRUCTION DEBRIS, AND CONSTRUCTION CHEMICALS EXPOSED TO 
STORMWATER SHALL BE PREVENTED FROM BECOMING A POLLUTANT SOURCE FOR 
STORMWATER DISCHARGES (E.G., SCREENING OUTFALLS, PICKED UP DAILY). 
 
8. ALL SPOILS (EXCAVATED MATERIAL) GENERATED FROM THE PROJECT SITE AND 
STORED ON-SITE MUST HAVE PROPER E&S CONTROLS INSTALLED. 
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Approximate Shade Structure Dimensions:2 Each at 22' x 28'8 Each at 12' x 24'Dimensions must be field verified.

boydro
Callout
Shade Structure

boydro
Callout
Shade Structure (2)

boydro
Callout
Shade Structure

boydro
Callout
Shade Structure (2)

boydro
Callout
Shade Structure

boydro
Callout
Shade Structure

boydro
Callout
Shade Structure

boydro
Callout
Shade Structure




