




14 days, three (3} at 28 days, two (2} at 56 days, and two (2} at 90 days. Coring shall not be 
performed until 5 days following placement ofthe final lift.". 

D. Reference Page 2, Paragraph 1.02 C. 7. 
Addition: Modify the paragraph by adding the following language to the end of the 
paragraph: "Engineer's evaluation of the test section including mix design and construction 
techniques shall be provided to the Contractor within 21 days following placement of the 
last lift in the test section and after Engineer's review of Contractor's certified test results 
including 7-day and 14-day compressive strength tests of cored samples." . 

E. Reference Page 11, Paragraph 3.04 B. 1. 
Modification: Modify the paragraph by deleting "six hours", and replacing with the following 
"eight hours". 

A1-8 Section 31 23 33.16 "Trenching and Backfil l" 

A. Reference Page 2, Paragraph 3.01 E. 
Modification: Modify the paragraph by deleting "dental concrete", and replacing with the 
following "concrete backfill" . 

DRAWINGS: 

A1-9 SHEET G-2, SEQ. 3 OF 50 

A. Reference: General Notes Section, Note 7. 
Modification: Modify the note by deleting "01 50 00", and adding the following "01 57 OS, 
ENVIRONMENTAL PROTECTION REQUIREMENTS." 

B. Reference: TCEQ Water Pollution Abatement Plan General Construction Notes, Note 12. 
Modification: Modify the note by deleting "EDWARD", and adding the following 
"EDWARDS". 

A1-10 SHEET G-3, SEQ. 4 OF 50 

A. Reference: Drainage Basin Map. 
Addition: Add the following to the end of the call-out after "DRY CO MAL CREEK FLOOD 
RETARDING STRUCTURE": "LATITUDE= 29.668400, LONGITUDE= -98.208670". 

A1-11 SHEET C-5, SEQ. 9 OF 50 

A. Reference: Plan View and Detail 2. 
Modification: Modify three call-outs by deleting "35 OS 16.01", and adding the following "31 
0516.01". 

B. Reference: Plan View. 
Modification: Modify call-out by deleting "C-27", and adding the following "C-28". 

C. Reference: Plan View, Note 5. 
Modification: Modify Note 5 by deleting "DETAIL 2", and adding the following "DETAIL 10". 

D. Reference: Plan View, Access Ramp. 
Clarification: The three number call-outs, "74.5", "38.1", and "74.5", are providing the 
dimension, in feet, for the straight distance from PI to PI of the curves. 
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E. Reference: Plan View, Right Abutment. 
Clarification: The area for pneumatically placed concrete is shown on this sheet as denoted 
by the call-out on this sheet. The area is located at right abutment slope immediately 
downstream of Right Arm Non-Overflow Section. Pneumatically placed concrete is to be 
placed at the existing one-Horizontal to one-Vertical (1H:1V) slope approximately between 
Stations 5+30 and 6+30. 

A1-12 SHEET C-6, SEQ. 10 OF 50 

A. Reference: Plan View. 
Clarification: All existing trenches to be backfilled with concrete are approximately 2.5 feet 
wide. Existing trenches between Stations 1+00 and 2+50 and between Stations 11+00 and 
16+00 are approximately 10 feet deep. 

A1-13 SHEET C-7, SEQ. 11 OF 50 

A. Reference: Table "NOTES BY SYMBOL, SURVEY CONTROL FOR FOUNDATION EXCAVATION". 
Modification: Modify Point No.7, STATION OFFSET (FT.) by deleting "20.0' LT.", and adding 
the following "20.0' RT" . 

B. Reference: Table "NOTES BY SYMBOL, SURVEY CONTROL FOR FOUNDATION EXCAVATION". 
Modification: Modify Point No. 17, EASTING (FT.) by deleting "2219807.33", and adding the 
following "2219807.84". 

C. Reference: Table "NOTES BY SYMBOL, SURVEY CONTROL FOR FOUNDATION EXCAVATION". 
Modification: Modify Point No. 39, ELEVATION (FT-MSL) by deleting "739.61", and adding 
the following "742.0". 

A1-14 SHEET C-14, SEQ. 18 OF 50 

A. Reference: Plan View. 
Addition: Before the words "150' (TYP.)", add the following: "TOE DRAIN OBSERVATION 
PORT SPACING". 

A1-15 SHEET C-22, SEQ. 26 OF 50 

A. Reference: Detail A, Elevation. 
Modification: Replace t he detail name "A" with the following: "2". Before t he word 
" ELEVATION", add the following: "SPILLWAY" . 

A1-16 SHEET C-23, SEQ. 27 OF 50 

A. Reference: Detail K, Outlet Tunnel Section. 
Modification: After the words "12" !I) VENT PIPE", add the following: "(SEE NOTE 1)". 

B. Reference: Detail K, Outlet Tunnel Section. 
Modification: After the words "0.5'", add the following: "(SEE NOTE 1)". 

C. Reference: Note. 
Addition: At the end of Note 1, add the following: "PROVIDE 6" CLEAR COVER FROM PIPE TO 
UPSTREAM FACE OF DAM" . 

A1-17 SHEET C-28, SEQ. 32 OF 50 

A. Reference: Detail 9, Breakaway Fence Post Detail. 
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Clarification: The breakaway fence post is generally based on TxDOT Traffic Engineering 
Standard Detail SMD(SLIP-1)-08 "Sign Mounting Details, Small Roadside Signs, Triangular 
Slipbase System" . 

A1-18 SHEET S-4, SEQ. 37 OF 50 

A. Reference: Notes. 
Addition: Add the following note after Note 2: 
"3. Vertical sides of concrete surrounding section of vent pipe shall be sloped at 1H:10V." 

B. Reference: Detail A, Vent Pipe Section . 
Addition: Add "(See Note 3)" after the words 112'-0": 

A1-19 SHEET E-4, SEQ. 45 OF 50 

A. Reference: Detail A, Instrument Panel Rear Elevation View. 
Modification: Modify the solar panel call-out by deleting "35 13 53" and adding the 
following "3513 53.01" . 
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